
EROSION CONTROL

CONSTRUCTION DETAILS

56-    

SCHEDULE 40 SOLID PVC

(6" MIN. DIA.)

(MIN.)
CLEAR

6"

WATER QUALITY (WQ)

ORIFICE END-CAP

CONCRETE BASE

THREADED END CAP

SCHEDULE 40 PVC

WITH PVC THREADED 

OF OUTLET STRUCTURE
DRILLED ON INSIDE 
ORIFICE SHALL BE

PLUG

WATER QUALITY

(AERIAL VIEW)

PLAN VIEW

3.) PIPE SIZE SHALL BE SPECIFIED PER

PERFORATED PVC

SCHEDULE 40 

(6" MIN. DIA.)

6" MIN.

PVC THREADED

END CAP WITH 

SCHEDULE 40 

PVC THREADED 

PLUG

& PVC WITH MORTAR OR INSTALL

1.) FILL GAP BETWEEN STRUCTURE 

NOTES (TO APPLY TO ALL):

A FERNCO ADAPTER.

2.) SIZE ORIFICE AS REQUIRED

1
8
"
 

M
IN
.

TABLE BELOW.  PIPE SIZES SHALL BE

CONSISTENT FOR EACH END-CAP

ASSEMBLY.

CONCRETE WALL/OUTLET STRUCTURE

CONCRETE WALL/OUTLET STRUCTURE

ORIFICE DIAMETER PIPE SIZE

<3"

3" TO <5"

5" TO <11"

6"

8"

12"

OUTLET

PVC THREADED

END CAP WITH 

SCHEDULE 40 

PVC THREADED 

PLUG

3"

3"

6" MIN.

PERFORATED TO WITHIN

ELBOW AND PIPE TO BE

3" OF WALL/STRUCTURE

(3/8" HOLE DIA.)
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